
B E L L O TA  C O N S T R U C T I O N  T O O L S  A N D  E Q U I P M E N T

Q U A L I T Y  I S  O U R  T O O L

C/. UROLA Nº 10. APDO. Nº 1
20230 LEGAZPI. GUIPUZCOA. ESPAÑA

TEL. 34 - 943 - 73 90 00 / FAX. 34 - 943 - 73 15 01
e-mail: comercial@bellota.com

w w w. b e l l o t a . c o m

• Easy speed adjustment
using a roller.

• High power brush
engine.

A professional job
           Guaranteed
A professional job
           Guaranteed



• Ergonomically-designed
structure made of two
materials: polypropylene
and elastomer. • Easy speed adjustment

using a roller.

• High power brush
engine.

Levellers

Bituminous paint

Wall / Ceiling paint

Varnishes / enamels

Liquid putties

Sealers

Epoxi resin
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Adhesive mortars

Fillers

Glue cement

Fast mortar

Thick covering

Plaster

Glue mortar with fibre
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Mortars

Plasters

Paving

Thermo-insulation plaster

Epoxy resin

Concrete
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BELLOTA offers the construction professional a complete range of electrical
and gas-powered tools and equipment designed to make their daily work easier.

BELLOTA power tools and equipment provide maximum comfort, durability
and safety, even under the most difficult conditions.

With so many applications in the construction sector, BELLOTA has developed
a full range of products so that professionals can handle any kind of job and
get the most out of their tools and equipment.

With over 100 years of experience, only BELLOTA has the technical know-how and capa-
bilities needed to stay on the leading edge of the construction market equipment evolution.

RANGE

GUARANTEES

SERVICE GUARANTEE

Technical Advice

BELLOTA offers its customers and users a technical advice service
to answer any questions about its products.

To do so, it has created a telephone system in which the technical
team places all its experience in the hands of building professionals.

A dedicated team of BELLOTA technicians is available by phone
to lend their experience to its building professional customers.

Technical Assistance Service

• Repairs

BELLOTA guarantees the repair of its tools and equipment within
48 hours.

• Spare parts

BELLOTA guarantees shipment of spare parts within 24 hours
service on an order.

In order to provide this guarantee, BELLOTA’s Technical Assistance
Service maintains a complete stock of spare parts for all of its
tools and equipment.

If for any reason you have a problem with BELLOTA’s ability to
meet your repair or spare part needs, please contact the Technical
Assistance Service Manager at 902180117.

PRODUCT GUARANTEE

All BELLOTA products are guaranteed for 2 years.

Circular saws Diamond discs Diamond crowns Indicator rods

SERVICE GUARANTEE

48 h.

24 h.

902180117



Especially designed for
longitudinal cuts in asphalt
and concrete surfaces.

Its strength, resistance,
precision, handling flexibility
and safety meet the most
demanding professional’s
expectations.

• Wheels with sealed bearings:
· Rubber rear wheels.
· Polyurethane front wheels,
more resistant to wear.

REF. CJ 350 13CV

Engine Honda 13 CV

Engine power 13 CV

Cylinder capacity 390 cm3

R.P.M. 3.000

Disc 300-350 mm

Water tank capacity 20 Litres

Cutting depth 105 mm

Net weight 87

Dimensions (LxWxH) 930x500x850
Independent
water tank.

Large capacity water tank
inside the chassis.

Outside water
connection.

Disc shaft with
sealed bearings that
guarantee only one
turning movement.

               Ref. MA CJ 01
Separator for assembling
two discs that allows double
chippings.

CJ 350
CJ 450

Expansion joint
Cutters

REF. CJ 450 13CV

Engine Honda 13 CV

Engine power 13 CV

Cylinder capacity 390 cm3

R.P.M. 3.000

Disc 400-450 mm

Water tank capacity 40 Litres

Cutting depth 155 mm

Net weight 100 Kg

Dimensions (LxWxH) 1000x500x880 mm

Wet Cutting Diamond Discs

A

B

C

• CURED CONCRETE  Professional

8   50780  187335

50710-300
50710-350
50710-400
50710-450

25,4
25,4
25,4
25,4

7
7
8
8

REF ø
051971
051995
314267
314304

1
1
1
1

A mm B mmBOX

300
350
400
450

3,2
3,2
3,4
3,4

C mm

• CURED CONCRETE-ASPHALT  Professional
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50729-300
50729-350
50729-400
50729-450

25,4
25,4
25,4
25,4

8
8
8
8

REF ø
188059
199833
314533
314564

1
1
1
1

A mm B mmBOX

300
350
400
450

3,2
3,2
3,4
3,4

C mm

• FRESH CONCRETE-ASPHALT  Professional
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50709-300
50709-350
50709-400
50709-450

25,4
25,4
25,4
25,4

7
7
8
8

REF ø
051933
051957
321753
321760

1
1
1
1

A mm B mmBOX

300
350
400
450

3,2
3,2
3,4
3,4

C mm

• ASPHALT  Professional
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50728-300
50728-350
50728-400
50728-450

25,4
25,4
25,4
25,4

8
8
8
8

REF ø
187960
188011
321739
321746

1
1
1
1

A mm B mmBOX

300
350
400
450

3,2
3,2
3,4
3,4

C mm

• FRESH CONCRETE  Professional

8   50780  187335

50727-300
50727-350
50727-400
50727-450

25,4
25,4
25,4
25,4

8
8
8
8

REF ø
187854
187915
321692
321722

1
1
1
1

A mm B mmBOX

300
350
400
450

3,2
3,2
3,4
3,4

C mm

REF.

CJ 350 13CV 314809 1

CJ 450 13CV 314816 1

• Honda 13 CV engine.

• Steel wheel.

• Screw: Triangular profile thread and
a 1.5 mm pitch.

• Strong, articulated cutting guide.



8   50780  187335

Solid supports ensure
superior performance during
perforation.

Optimized engine power and
speeds ensure maximum
precision and performance
of the diamond crowns.

Support

• Strong, very lightweight base.

• Adjusted column in aluminium
and reinforced with tempered
steel.

• Maximum angle of 45o.

• Level for correctly positioning
the machine.

Carriage

• Steel bearings for sliding.

• Fast engine assembly and
dismantling system.

• Safety mechanism to avoid
accidental sliding of the carriage
on the column.

• Double speed through mechanical
reducer (1/2).

• 1/2” GAS Universal setting

• 1” 1/4 UNC Universal setting

Diamond crowns

• Lengthener 1/2”

• Lengthener 1” 1/4

• 1/2” adaptor for machines

• 1/2” adaptor for crowns

50785 104 40

REF BOX

189858 1

A mm B mmGrs.

120

B

A

A

B

C

• Elevated pump to avoid dirt.

• Buffer adjustable in height:
Allows whole cuts and
chipping with safety and
precision.

• Angle cutting: fast and safe
system for changing position.

• Side guide accessory: Ideal
for repetitive jobs.

• User-adjustable spring
tension.

REF. MD 350 M MD 350 T
Single-phase Three-phase

Engine power 2.200 W 2.900 W
 (3CV) (4CV)

Engine speed 2.800 rpm 2.800 rpm

Engine tension 220 V 380 V

Max. outside disc  ø 350 mm 350 mm

Min. inside disc  ø 25,4 mm 25,4 mm

Max. cutting lenght 650 mm 650 mm

Max. cutting depth 70 mm 70 mm

Max. cutting angle depth 50 mm 50 mm

Cooling pump power 50 W 50 W

Water tank capacity 66 Litres 66 Litres

Size without legs                   1100x650x650 mm          (LxWxH)

• Teflon® bearings, resistant
to abrasion, guarantee
precise sliding of the
carriage.

* The MD 350 M D and MD 350 T D
    machines have the disc 50713-300
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50782-200
50782-300

200
300

30
30

REF BOX

187731
187755

1
1

A mm B mmGrs.

120
120

50780-22
50780-27
50780-31
50780-35
50780-42
50780-45
50780-52
50780-62
50780-72
50780-82

15
15
15
15
15
15
24
24
24
24

3
3
3
3
3
3

3,5
3,5
3,5
3,5
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REF BOX

187335
187342
187373
187397
187410
187427
187434
187458
187472
187489

1
1
1
1
1
1
1
1
1
1

A mm B mmKg.

0,4
0,45
0,60
0,65
0,70
0,90
1,15
1,40
1,70
1,90

Crown length 360 mm

6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5

C mm
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50781-52
50781-62
50781-72
50781-82
50781-92
50781-102
50781-112
50781-122
50781-132
50781-142
50781-152
50781-162
50781-177
50781-182
50781-202
50781-225
50781-252
50781-302
50781-352
50781-402
50781-452
50781-502
50781-602

24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
24
20
20
20
20

3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
4,5
4,5
4,5
4,5
4,5
4,5
4,5
5
5
5
5
5
5

REF BOX

187496
187519
187526
187533
187793
187540
187557
187571
187588
187595
187601
187618
187625
187632
187649
187656
187663
187670
187687
187694
187700
187717
187724

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

A mm B mmKg.

1,50
1,60
1,99
2,50
2,68
2,97
3,30
3,80
4,20
4,68
5,70

6
6,74

7
8

9,90
11,40
14,81
20,50
23,50
31,73
37,59
51,68

Crown length 460 mm

6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
6,5
7,0
7,0
7,0
7,0

C mm
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50784 104 40

REF BOX

187786 1

A mm B mmGrs.

120
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50783-200
50783-300

256
305

40
40

REF BOX

187762
187779

1
1

A mm B mmGrs.

120
120

REF. Kg.

MD 350 M 314762 1 80

MD 350 M D 314779 1 80

MD 350 T 314786 1 80

MD 350 T D 314793 1 80


